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االانبعاثث االثانويي االمؤثر في تفریيغ تاوونسندددررااسة موسعة لعامل   

لدررااسة ھھھهذهه   Nagorny and Drallosبصوررةة موسعة ووذذلك باستخداامم نموذذجج  (ESEC) تمت ددررااسة عامل االانبعاثث االثانويي االمؤثر
)االعلاقة بیين ھھھهذاا االعامل وواالنسبة بیين االمجالل االكھهربائي االمسلط بیين قطبیين ووضغط االغازز  )pE ووجدد بانن وو	ھھھهذذاا االعاملل یيززدداادد مع االنسبة   

( )pE  عندد ثبووتت ددررجة االحررااررةةT  كذذلكك ددررسس ھھھهذذاا االعاملل مع قیيمم مختلفة للططاقاتت االعظظمى للإلكترروونن  ووووجدد باننESEC  یيتناسبب
 االمجالل االكھهربائي االمسلطثبوتت ووددررجة االحرااررةة عند  ھھھهذاا االعاملددررستت االعلاقة بیينن كذلك  عكسیيا مع االططاقة االعظظمى للإلكترروونن االمنبعثث

ددررسس عاملل االانبعاثث االثانوويي االمؤؤثرر كدداالة للنسبة . كما وو ھھھهذهه االغاززااتت یيتناقص مع ددررجة االحرااررةة لجمیيع  ھهووجد بانلجمیيع االغاززااتت االنبیيلة وو
ددررستت ھھھهذذهه االعلاقة لقیيمم قدد وو .(Xe+90%He%10)االززیينووننضغطط االغازز لخلیيطط منن غاززيي االھهلیيوومم وو بیينن االمجالل االكھهرربائي االمسلطط االى

تمم ددررااسة االعلاقة بیينن االجھهدد االمسلطط بیينن قططبیينن  كذذلكك ظظمى للالكترروونن لكلا االغاززیينن.مختلفة منن ددررجاتت االحررااررةة وولنفسس ططاقة االانبعاثث االع
قرربب سططح االكاثوودد وواالمجالل االناتج عنن شحنة االایيووناتت ووعاملل االتكبیيرر في االتفرریيغ االمایيكرروويي  ووكثافة تیيارر االالكتررووناتت وو ترركیيزز االایيووناتت

االثانوويي االمؤؤثرر لغازز االآرركوونن. ووجدد بانن االغازز. كذذلكك تمم ددررااسة ھھھهذذهه االعووااملل مع تغیيرر عاملل االانبعاثث  االنبیيلة عندد قیيمم مختلفة لظظغطط للغاززااتت
 Rumbachووتززدداادد بززیياددةة عاملل االانبعاثث االثانوويي االمؤؤثرر. ااستخددمم نمووذذجج  جمیيع ھھھهذذهه االعووااملل تتناسبب عكسیيا مع ططاقة االتأیينن للغاززااتت االنبیيلة

and Go االعواامل في حسابب ھھھهذذهه.  

WIDE STUDY OF THE EFFECTIVE SECONDARY EMISSION 
COEFFICENT IN TWONSEND DISCHARGE  

	  

In this study the effective secondary emission coefficient (ESEC) has been studied, widely by using 
Nagorny and Drallos model for studying this relation between this coefficient  and reduced electric field  
( )pE  at constant temperatures for noble gases. It is found that the ESEC increases with ( )pE   at constant 
temperature. This coefficient also studied with different values of maximum of electron energies and it is 
found that the ESEC proportional inversely with maximum electron energy. The relation between ESEC 
and temperature  at constant applied electric filed has been studied for al noble gases. It is found that the  
ESEC decrease with temperature for all these gases.	  So The effective secondary emission coefficient as a 
function to the reduced electric field pE  for mixture of gases (10%Xe+90%He) has been studied. This 
relation studied for different values of temperatures  for the same maximum energies of electron for each 
gases.	  The relations between the applied potential and electron current density, ion concentration near the 
cathode, field due to space charge and current multiplication factor has been studied in micro-discharge 
for noble gases at different values of gas pressure. These parameters at different values of the effective 
secondary emission coefficient γ  have been studied for Argon gas.	  All these parameters for noble gases 
have been compared. We found that all these parameters is inversely proportioned with ionization energy 
and increase	  with γ . Rumbach and Go model has been used in the calculations of the these parameters. 


